WESTSAIL 32 STERN PULPIT

This pulpit mounts with four base plates to the wooden boomkin, with backup plates on the underside.  It has an intermediate rail on each side for rigidity and safety.  Loops for lifeline attachment are also provided.  Clamps are available to attach to the boom gallows to run lifelines from the gallows to the pulpit.  The pulpit is made so that the top rail comes just even with the crosspiece, and you may mount a wind vane on the crosspiece and it will be aft of the pulpit.  The rail is straight across the stern to clear in front of the vane.

A fixed upper rail is available as an alternate to the upper lifeline on the stern pulpit.  This 1” stainless tube extension goes between the pulpit and the boom gallows, and provides a solid extension.  Split clamps are provided to attach to the gallows legs, and the rails need to be cut to a final length upon installation.  A note on the installation of the upper rails going from the stern pulpit to the boom gallows.  I supply two long straight tubes, and fittings to fit 1” boom gallows tubes.  The upper rails may need to be bent slightly to fit, and also be cut off to length.  If you do not have a local source to do that, let me know how much the bend should be, and the length necessary, and we will exchange new ones for the ones I sent.  Also if your boom gallows is not 1” tubing, let me know and we can make up special fittings to fit you particular tube size.
The stern pulpit works fine providing the mainsheet is on a traveler on the bridgedeck or above the hatch.  If you have the original design of blocks on the boomkin to handle the mainsheet, a hoop is available welded to the pulpit, with a strap welded at the top in the center over the tiller.  A fiddle block with becket is used at this attachment point instead of the two single blocks normally used, with a camcleat built in to handle securing the mainsheet.  It will be necessary to remove the existing blocks on the boomkin to mount the stern pulpit.

A boarding ladder is also available that attaches to the midrail of this stern pulpit, and hinges up to align with the upper rail.  This allows the ladder to be long enough to reach the water, yet hinge up to be clear while sailing.  The ladder mounts on the starboard side, if the engine exhaust is out the port side.  You may need to mount spacer blocks on the side of the boomkin to keep the ladder in straight alignment.

COSTS:

Stern pulpit with fasteners and backup plates --------------------------------------------------    $ 750.00

Stern pulpit with mainsheet hoop and backup plates --------------------------------------------  1260.00

Fiddle block with becket and camcleat for mainsheet ------------------------------------------       92.00

Clamps for lifelines to fit 1” boom gallows legs, each -----------------------------------------       10.00

Ladder to mount on stern pulpit – specify port or starboard -----------------------------------     695.00

Add for fixed upper rails on pulpit with 1” split jaw fittings  -----------------------------------   125.00

Shipping of the pulpit must be by truck freight because of the size.  We pack it in a box to protect it in shipping.  The cost of packing and crating is about $45.00.  There is usually a minimum freight charge of about $170 from the shipping companies, however we will obtain the least expensive shipping method for you.
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