ANCHOR ROLLER AND FRAMES

For the W-28 and W32, the stainless steel frame that mounts to the side of the bowsprit is available with a piece of allthread to go through and pick up the roller on the other side.  Simply cut out a piece of the platform to clear the new roller frame.  The stainless frame is made in two pieces, a flat one that goes against the bowsprit, and a bent piece that forms the outside.  These normally come welded together.  The roller is only available in plastic, and there is a stainless tube bushing down the center of the roller so you can tighten up the bolts and the roller will still turn freely.  You can either put one roller setup on one side of the bowsprit, or put a matching set on either side with the bolts going through to hold both.

For the W-42 and W-43, the large bronze roller with chain groove is no longer available, however I can have a plastic roller specially machined, with a stainless sleeve tube for a 1” OD shaft for the roller, and cotter pins to hold the shaft in place.  Check the size of the hole in the stainless frame for the shaft to be sure of the size and length.  Most used a 3-3/4” wide roller with a 1” diameter shaft, about 6” long.  

The original frame and roller on the top of the caprail of the W-42 and W-43 to keep the chain from scraping the caprail is no longer available, however a similar one is available, with a stainless steel frame and plastic roller.  Check for current availability and pricing.

Stainless steel frame with bolts and nuts per drawing ---------------------------------- $ 225.00

Plastic roller with SS sleeve bushing – 3” dia. X 3” wide -------------------------------    20.00

12” threaded rod and locknuts for mounting two anchor rollers ------------------------    10.00

Additional types and sizes of frames and rollers -----------------------------------------   inquire 
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