PORTLIGHT  GLASS,  SCREENS,  AND  GASKETS

PORTLIGHT GLASS

After time, the glass in the portlights becomes cloudy, especially at the bottom, due to water get​ting in and degrading the safety film in the glass.  The glass is held in place with caulking, and a brass ring.  There is no tool specially made to remove the ring holding in the glass on the bronze portlights.  Depending on the make of portlight, the glass removes differently.  On some, the ring holding in the glass has threads on it, and it screws into place.  On others it pushes into place, and is held by tiny screws.  You will have to inspect one carefully to see how it comes apart.  You will have to break out the glass in the portlight, and clean out all of the glass and the old caulking to be able to free up the ring enough to get it off.  Pre-cut replacement glass is not available.  Take the portlight to a glass shop and have them cut a piece of safety glass for you.  Install it with clear silicon caulking, install the ring, then trim off the excess caulk​ing after it has cured.

W42 SALON WINDOW GASKET

I have available the gasket material used on the fixed 3/8” thick windows in the salon of the W-42 

PORTLIGHT SCREENS

ABI went out of business, but I have found another source for some of the round screens.  The screens are plastic , with a plastic lip seal around the edge to seal well.  Screens for the oval portlights are also currently being made.  Check them out at this website: http://www.johndanicic.com/screens-crealock.htm.

PORTLIGHT GASKET MATERIAL

We have the gasket material available, but will need to know the size of the present material.  De​pending on the make and size of the portlight, it may be 1/4" square, 5/16" square, or 3/8" square.  You will need to pull a piece of the gasket material out of the groove, and measure the width down in the bottom of the groove.  The gasket material comes in long strips, and you cut it, putting the joint on top, and hold it in place with some weatherstrip adhesive, available in most auto supply stores.  Let us know how many and what size the portlights are, and the gasket size.

PORTLIGHT ADJUSTMENT
The majority of the portlights have a slotted hinge on the top of the frame, with set screws that push against the hinge rod.  Adjust these setscrews to obtain an even compression of the gasket when the lower dogs are tightened.

6" round plastic portlight screen -----------------------------------------------------------------  20.00
1/4"  rubber portlight gasket ----------------------------------------------------------------  ft. ---  1.50
5/16" rubber portlight gasket ---------------------------------------------------------------- ft. ---  1.80
3/8"  rubber portlight gasket ----------------------------------------------------------------  ft. ---  1.80

W42 rubber gasket for 3/8” thick windows -----------------------------------------------  ft  ---  2.50
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