BETA 25  (BD-902)  ENGINE FOR THE WESTSAIL 28

If you were considering repowering your Westsail 28, this particular engine would be well suited for your boat.  Some of the boats originally had a Volvo MD7 engine, of about 15 HP, and this was underpowered for the boat.  Many had the Volvo MD11C, of about 25 HP, and this was fine.  This Beta engine should give the same performance as the Volvo MD11C.  The engine has three cylinders, 55 cu. in. displacement, rated 25 HP at 3600 RPM, and is smaller than the 2 cylinder Volvo, and lighter weight at about 300 lbs. 


It fits very nicely, with very few modifications of the engine beds.  The engine with transmission is only 30" long, and 18-1/2" wide.  The engine comes standard with fresh water cooling and a TMC 40 transmission with a 2.6 to 1 reduction, which is appropriate for the boat.  While it is preferable to exchange the engine with the boat hauled out, it is possible to have the whole job done in the water.  The same shaft, log, stuffing box and engine controls can be used.  If you check your shaft length, and it is too short for this installation, then a new shaft will be required.  This engine/transmission combination is much shorter in length than the Volvo MD11C. 


A high-rise water-cooled exhaust elbow comes with the engine, and a fiberglass water lift muffler should be used.  The existing exhaust hose and outlet can be used, but an additional hose is needed to connect the elbow to the muffler.  The shift and throttle brackets come with the engine, and the existing cables will hook up to them.  The instrument panel is prewired, and it is only necessary to cut the hole in the cockpit, and plug in the panel.  New 3/4" hose may be necessary to supply raw water to the engine.

The engine comes with low oil and high water temperature alarms and lights.  There is a final stage fuel filter installed, and a spin-on oil filter.  The alternator is a 40 amp marine type.  The mounts, prop shaft coupling, and control cable brackets are included.  Various instrument panels are available, but they all come prewired, with key switch, push button start and stop switches, electric tachometer, oil pressure and water temperature gauges, lights and alarms.

A full set of procedures is available for the installation of this engine in a Westsail 28.

Beta 25 (BD 902) engine complete with Type B engine panel, TMC 40 

transmission with 2.6 to 1 reduction, fresh water cooling system, high rise

exhaust elbow, engine mounts, shaft coupling and flexible coupling, 

connection kits, 40 amp alternator, oil change pump, test run and 

calibrated ------------------------------------------------------------------------------   $ 9,510.00

Factory options and installation parts -------------------------------------------------  inquire
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