BOATMOVING DIMENSIONS

Shipping dimensions, although these may vary slightly:

Westsail 28:

Keel to boom gallows – 11’ 6”

Keel to top of pulpit – 11’ 6”

Keel to top of companionway hatch – 9’ 6”

Beam to outside of rubrail  – 9’ 9”

Weight approximate – 14,000 lbs.

Overall boat length with bowsprit and boomkin – 35’

Mast length – 35’ plus masthead lights or fittings

Westsail 32:

Keel to top of pulpit when loaded slightly bow down – 12’ 3”

Keel to top of bowsprit  without pulpit – 11’ 5”

Keel to top of companionway hatch – 9’ 9”

Pulpit height – 2’ 5”

Boom gallows height – 3’ 10-1/2”

Beam to outside of rubrail – 11’ 2”

Weight approximate – 20,000 lbs.

Overall boat length with bowsprit and boomkin – 40’

Mast length – 43’ plus masthead lights or fittings

Westsail 42:

Keel to top of bow pulpit – 14’ 6”

Keel to top of stern pulpit – 12’ 9”

Keel to top of bow caprail – 11’ 9”

Keel to top of companionway hatch – 11’ 9”

Beam to outside of rubrail – 13’ 2”

Weight approximate – 32,000 lbs.

Overall boat length with bowsprit – 47’ 3”

Mast length –50’ or 55’ depending on standard or tall rig - plus masthead lights or fittings

Westsail 43:

Same as W42 except for keel to top of companionway hatch

The final height on the trailer depends on the type of trailer used by the trucking company.  Some have a dropped center rail the will allow a boat that will not go on some trailers to fit under the height limit without removing pulpits or boom gallows.  However, sometimes it is cheaper to remove some parts if you can get a better shipping rate.

Many boatmovers require that all of the fuel in the tanks be removed.
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