EXHAUST SYSTEMS

To mount the muffler, it should be spotted in place so the hose from the elbow into it is a smooth drop, and the outlet hose is not kinked.  The muffler can be stuck to the hull side with a lump of epoxy putty, or strapped with stainless clamps, nylon webbing, aluminum straps, etc.  If the inlet or outlet of the muffler is slightly smaller than the exhaust hose, a few wraps of duct tape applied around the pipe will build it up, or a short piece of hose can be used as a spacer bushing.  Just slip both hoses on to the muffler pipe, and clamp down.  Use double clamps on all hoses.

The muffler should be mounted close enough to the centerline, or low enough, so that when the boat is heeled there is still a drop from the elbow into the muffler.  If the lower half of the muf​fler gets above the top of the exhaust elbow, then water can run back into the engine when not running.

A water cooled elbow is available made up in steel for the Volvo or as a replacement for the Perkins 4-107 or 4-108 engines.   A stainless steel high rise exhaust elbow is also available for the Beta engine, and one also for a Perkins engine. 

COSTS:

6" dia. x 10" fiberglass muffler for Volvo or Beta ----------------------------------------------  235.00

8" dia. x 13" fiberglass muffler for Perkins 4-108 or larger ----------------------------------- inquire
10" dia. x 17" fiberglass muffler (for W-42 & W-43) ------------------------------------------ inquire
2-7/8" dia. fiberglass elbow for W-42 & W-43 -------------------------------------------------- inquire
Steel high rise water cooled elbow, 1-1/4" inlet pipe for Volvo or 1-1/2" inlet pipe 

 for Perkins 4-108 - uses 1-7/8" hose outlet -------------------------------------------------------  150.00

Beta steel high rise exhaust elbow – with engine order -----------------------------------------   250.00
Anti-siphon tee, plastic fittings - 1/4" hose, fittings, (specify engine manifold

 outlet pipe and elbow inlet size) --------------------------------------------------------------------    15.00 

Stainless steel hose clamps (specify hose OD size)  -------------------------------------  each ---    1.25
1-7/8" dia. exhaust hose (fits 1-1/2" ID pipe)  --------------------------------------------  foot ---    7.00

2" dia. Flexible exhaust hose – fits Beta exhaust elbow --------------------------------  foot ---    20.00

Other sizes and parts available ---------------------------------------------------------------------    inquire
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